CODES OF PRACTICE

Schedule A  - Water Division 

Schedule B – Drainage Division

Schedule C – Roads, Streets & Traffic Department. 

Schedule D – Air Quality Monitoring & Noise Control Unit.

SCHEDULE A

Codes of Practice – Water Division

1.  All work in connection with any water supply installation including all materials used in works must comply with every particular with all the current Dublin City Council Waterworks Regulations.

2.  All water mains laid in private property must comply with Dublin City Councils specification for the laying of distribution water mains (April 2003).  A copy of the specification is available on our website www.dublincity.ie.  Any proposed waterman layout must be approved by Dublin City Council prior to commencement of work.

3.  Dublin City Council, Water Division should be notified at least one week prior to the date at which it is proposed to commence work on site. 

4.  Prior to the granting of a water supply the following applies: -

(a) The installation has to be inspected and approved by the Water Division.

(b) The requisite fee for the works has to be paid in advance by the developer.

5.  Connections to mains, which are the property of Dublin City Council, can be made by the city Council only.

6.  Where it is intended to install a booster pump(s), full details of the proposed installation shall be submitted to the Water Division for written approval.  All booster pumps in excess of 10-litre/min capacity must be fed from a cistern.  The effective capacity of the break cistern.  The effective capacity of the break tank cistern should be decided after consideration of total water storage requirements and its location with the building, but should not be less than 15 min pump output.  The cistern should not be oversized as this could result in stagnation of the water.

Developers are advised that in order to minims delays and to ensure compliance with the Code of Practice, the division can be contacted for advice, application forms, etc. at the following address:

Water Division,

Plumbing Inspectorate,

68/70 Marrowbone Lane,

Dublin 8.

Telephone No. (01) 4114300 

SCHEDULE B

Code of Practice – Drainage Division

1.  Drainage shall be constructed in accordance with: -

(a) B.S. 8005 Part 0 to Part 4

(b) Dublin City Council’s General Outline of Drainage Division’s requirements for Main Drainage Works.

(c) Specific Drainage conditions applying to the Development.

2.  The Applicant shall consult with Drainage Division regarding all aspects of design details for the development, which shall be drained on the completely separate system.

3.  A Building may not be constructed over the line of a Public Sewer, and the Building must be set back the requisite distance from the line of the Sewer.

4.  Pipelines, which are to be taken in charge, shall be surveyed by CCTV and an “as-constructed” layout must be submitted to the Drainage Division in an approved digitised format.

5.  Trade effluent to a sewer shall be licensed in accordance with the requirements of the Local Government Water Pollution Acts 1977 and 1990 and any amendments.

6.  Liquid fuels and chemical storage facilities shall have approved bund structures provided.

7.  Connections to sewers, which are the property of Dublin City Council, can only be made by the City Council.

Developers are advised that in order to minimise delays and to ensure compliance with the Code of Practice, the Division can be contacted for advice, application forms, etc. at the following address:

Drainage Division

Block 1, Floor 2

Civic Offices

Fishamble Street

Dublin 8

Telephone: 222 2222 

SCHEDULE C

Code of Practice - Roads, Streets & Traffic Department

1.  Any damage to public footpath/carriageway/laneway resulting from building works shall be repaired by the City Council at the developer’s expense.

2.  Applicant shall request the Dublin City Council Road Maintenance Division to reconstruct the public footpath outside the vehicular entrance, and this work shall be done by Dublin City Council at the developer’s expense.

3.  All precautions shall be taken during the construction works to ensure the stability of the footpath and carriageway as well as the services contained therein.

4.  The developer shall indemnify the City Council against liability for injury or damage arising out of encroachment onto or over public footpath/carriageway.

5.  Footpaths, carriageway and lanes shall be kept clean of building debris, mud and soil associated with the construction of and all shall be left clean on completion.

6.  The roads development shall conform to standards agreed with and constructed under the supervision of the Roads Maintenance Engineer of Dublin City Council whether or not the roads development is to be taken in charge.

7.  The area between existing boundary and new set back boundary shall be paved in a durable material and shall be to a contour all acceptable to the Roads Maintenance Engineer.  The area shall be maintained thereafter by the applicant and legal successor.  Alternatively some mutually acceptable arrangement shall be made with the City Council as regards paving and maintenance of the area.

8.  Pavement lights shall be put into a state of repair entirely to the satisfaction of the Roads Maintenance Engineer and shall be in coincidence with the surrounding footpath surface as well as being free of trips of any kind.

9.  Basement accesses shall be put into a state of repair entirely to the satisfaction of the Roads Maintenance Engineer and shall be in coincidence with surrounding footpath surface and be free of trips of any kind as well as being free of any tendency to deflect underfoot.

10.  Discussions and agreement shall be had with the road Maintenance Engineer regarding floor levels of proposed building in advance of construction.

11.  Gates/doors/ground floor windows shall not open outwards beyond line of boundary. There shall be no encroachment onto public footpath/laneway.

12.  All precaution shall be taken during construction works to ensure the safety of pedestrians and other road users.

13.  Driveway gradient shall not exceed 1 in 40 for the first 6.0m inside boundary.

14.  The longitudinal gradient of the access road shall not be steeper than 1 in 40 nor flatter than 1 in 180.

15.  Road drainage gullies shall be installed at not more than 37.0m part with extra gullies at road junctions.

16.  The levels of back gardens or hard standing areas in the proposed development shall not be such that existing boundary walls are used as retaining walls or overlooking of existing properties results.

17.  All downpipes, gullies, manholes, A.J.’s, F.A.I.’s etc. shall be located within the final boundary of the site.

18.  All surface water from the new works shall be trapped and discharged to drains within the final boundary of the site.

19.  Other than direct underground connections to public services all drains and conduits shall be located within the boundary of the site and none shall be permitted to issue onto the public road.

20.  Adequate provision shall be made for the storage of domestic refuse awaiting collection close to the public road, but in such a position so as not to obstruct or diminish visibility.

21.  Armoured unbreakable glass shall be used in the construction of bus shelter in the interest of the safety of pedestrians and other road users. Dublin City Council will not entertain claims for malicious damage to the glazed portions of the proposed bus shelter.

22. Any new shop front shall be constructed so as to allow the fitting of any future requirements as regards protective shuttering to take place without encroachment onto the public footpath by the shutters, their supports or fittings.

23. The car park shall comply with Design Recommendations for Multi-storey and Underground Car Parks by the Institution of Structural Engineers.

24. The placing of advertising boards, the storage of goods, and the display of goods on public footpath, carriageway or laneway shall not be permitted.

25. The developer shall ensure that the streets number(s) of his premises be displayed in a position easily visible from the public road.  The developer shall further ensure that street nameplate(s) be provided as necessary by the City Council at the developer’s expense.  Prior to commencement of a development, the developer must submit to Dublin City Council (Roads & Streets Department) the place name and numbering scheme to be used on the proposed estate or streets therein.  The submission shall be subject to the agreement of the Roads and Streets Department and, the approval of the relevant Area Committee.  The Department of the Environment guidelines insist that place names have local historical or cultural significance.  Under section 42 of the Dublin Corporation Act 1890, Dublin City Council is the naming and numbering authority and no signage should be erected without Dublin City Council’s approval.  Please note that Dublin City Council requires a bilingual nameplate to be erected giving both the Irish and English forms of a name.  The Irish translation of a name is provided by Dublin City Council and is the only acceptable translation.

26. A list if Units Costs (repairs to footpaths, carriageways, etc.) is available from the Road Maintenance Division.

Developers are advised that in order to minimise delays and to ensure compliance with the Code of Practice, this Division can be contacted for advice, information, etc. at the following address:

Roads Maintenance Division,

Civic Offices,

Block 2 Floor 3,

Fishamble Street,

Dublin 8.

Telephone:  222 2222

SCHEDULE D

Code of Practice – Air Quality Monitoring and Noise Control Unit

Noise Control

1.  Instruction shall be given to ensure that vehicles and plant arriving and leaving the site comply with the stated hours of work.
2.  Noisy plant and equipment shall be situated as far as possible from noise sensitive buildings. Barriers to reduce noise reaching noise sensitive buildings shall be employed where practicable. 

3.  Machines in intermittent use shall be shut down or throttled down to a minimum when not in use.

4.  Plant shall be maintained in good working order so that extraneous noise is kept to a minimum. 

5.  Noise emitting machinery, which is required to run continuously, shall be housed in suitable acoustic lined enclosures where practicable. 

6.  Compressors and generators shall be sited in areas least likely to give rise to nuisance. 

7.  Care shall be taken to reduce noise when loading or unloading vehicles or dismantling scaffolding or moving materials etc.

8.  The noise sensitivity of the area in the vicinity shall be considered when determining the method of piling for foundations. All pile driving shall be carried out by plant equipped with a recognised noise reducing system.

9.  Hours of operation for petrol stations shall be limited in residential areas to between 6.00 a.m. and 11.00 p.m. Car-washing and turbo-drying facilities are to be sited so as not to interfere with residential amenities. 

Air Pollution Control

1.  Burning of materials on site is not permitted.

2.  During demolition works on the site, all necessary steps to contain dust shall be taken so as to prevent or limit dust being carried to occupiers of other buildings in the locality. 

3.  During any construction or commercial site clearance, excavated materials shall be damped down or otherwise suitably treated to prevent the emission of dust from the site. All stockpiles shall be planned and sited to minimise the potential for dust nuisance.

4.  During the construction phase of the development, best practicable means shall be employed to minimise air blown dust being emitted from the site. 

5.  Watering down of the site shall be carried out where necessary to minimise dust transfer into neighbouring premises.

6.  Extract fumes, from the proposed development shall be minimised, and if necessary treated, using the best available technology. 

In particular:

a) Extract fumes from the proposed development shall be emitted to the outer air via a stack erected to a minimum height of 1 metre above the eaves of the premises or adjoining premises. 

b) Any stack emitting fumes from the proposed development shall be positioned in an area from which the emissions will cause the minimum nuisance. 

c) No cowl to be placed on top of the stack and if a bend is provided it shall be directed away from neighbouring residences or offices. 

d) The fan installed to propel the extract shall be of sufficient power to ensure high exit velocity of the fumes during all weather conditions.

e) In the case of domestic premises, if oil-fired central heating is to be employed, the sulphur content of the oil, the capacity of the plant and position and height of the flue must be shown. The flue is to extend to at least 1 metre above the eaves of the premises, and that of adjoining premises. The flue and boiler house to be soundly constructed.

Where a basement car park is proposed, a system of ventilation capable of achieving 6-10 air changes per hour, with extract points capable of eliminating pockets of stale air where dangerous fumes could collect, is required.

The extract from the ventilation system not to be emitted to a courtyard or similarly confined area. Compliance with Clause 3.5.25 of the Building Regulations Technical Guidance Document B (Fire) or a comparable standard is recommended.

Further notes on air pollution control

As the Emissions of Volatile Organic Compounds from Organic Solvents Regulations 2002 (S.I. 543 of 2002) have now come into force in relation to specified industrial activities and installations, any planning application received for such a business shall be flagged and circulated to this Unit for comment. The full list of 20 specified activities are:

1. Heat set web offset printing

2. Publication Rotogravure

3. Other rotogravure, flexography, rotary screen-printing, laminating or varnishing units. Rotary screen printing on textile/cardboard

4. Surface cleaning using compounds with risk phrases

5. Other surface cleaning

6. Vehicle coating and vehicle refinishing

7. Coil coating

8. Other coating, including metal, plastic, textile, fabric, film and paper coating

9. Winding wire coating

10. Coating of wooden surfaces

11. Dry Cleaning

12. Wood impregnation

13. Coating of leather

14. Footwear manufacture

15. Wood and plastic lamination

16. Adhesive coating

17. Manufacture of coating preparations, varnishes, inks and adhesives

18. Rubber conversion

19. Vegetable oil and animal fat extraction and vegetable oil refining activities

20. Manufacture of pharmaceutical products

Air Quality Monitoring and Noise Control Unit

Environment and Culture Department

Dublin City Council

Block 3, Floor 1

Civic Offices 

Telephone: 222 3739

